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ООО «ЗАВКОМ-ИНЖИНИРИНГ»
Телефон: 8 800 555-06-09

E-mail: office@zavkomepc.com
Web: www.zavkomgroup.com 

392000, Россия, г. Тамбов, ул. Советская, 51, оф. 319


DATA SHEET FOR CALCULATION AND DEVELOPMENT OF AMINO AND ALKALINE PURIFICATION PLANTS
	Contact information
	

	Name of company/organization:
	

	Contact person:
	(Full name, position)

	Company/organization address:
	(Country, city, street, building)

	Phone, E-mail:
	

	Project task: (highlight as necessary)
	Construction of a new production line, reconstruction of an old production


	Technical specifications

	Objective formulation and description:
	

	Required documentation form:
	

	Brief description of production:
	

	Main technical and economic indicators of the object:
	

	Estimated qualitative and quantitative indicators of raw materials
	Unit of measurement
	Value

	
	
	minimum
	average
	maximum

	Flow
	Nm3/h
	
	
	

	Pressure
	MPa(g)
	
	
	

	Temperature
	ᵒС
	
	
	

	H2
	% vol.
	
	
	

	CO
	% vol.
	
	
	

	CO2
	% vol.
	
	
	

	N2
	% vol.
	
	
	

	CH4
	% vol.
	
	
	

	NH3
	% vol.
	
	
	

	H2O
	% vol.
	
	
	

	Etc.
	
	
	
	

	Flushing water:

	- flow
	m3/hour
	
	
	

	- temperature
	ᵒС
	
	
	

	- pressure
	MPa(g)
	
	
	

	- total hardness
	mEq/dm3
	
	
	

	-salt content
	mg/dm3
	
	
	

	-pH
	Unit
	
	
	

	-alkalinity
	mEq/dm3
	
	
	

	Product requirements at the outlet of the installation

	Availability of regulatory documentation requirements that must be met (GOST, TR, etc.)
	

	Flow
	Nm3/h
	

	Pressure
	MPa (g)
	

	Temperature
	ᵒС
	

	H2
	% vol.
	

	CO
	% vol.
	

	CO2
	% vol.
	

	N2
	% vol.
	

	CH4
	% vol.
	

	NH3
	% vol.
	

	H2O
	% vol.
	

	И т.д.
	
	

	Filtration

	Absorbent Agent Cleaning Unit
	

	Absorbent Agent Type
	%
	

	Corrosion inhibitors and antifoams

	

	Process organization requirements

	The principle of organization of technological processes (highlight as necessary)
	Continuous, periodic

	Number of working days of installation
	days/year
	

	Number of working hours of installation
	hours/year
	

	Service life of the complex
	

	Placement area

	Country, region, city, address
	

	Seismicity
	балл
	

	Presence of hazardous industrial facilities at a distance of 1 km from the planned development zone
	

	Site characteristics (overall dimensions LxWxH, railway tracks, etc.)
	

	Characteristics of the environment at the location of the outdoor installation:
	

	- Minimum temperature (winter period)
	ᵒС
	

	- Maximum temperature (summer period)
	ᵒС
	

	- Air humidity
	g/m3
	

	Available utilities

	Electricity
	kW
	

	Compressed air


	Flow, m3/h
	

	
	Pressure, kgf/cm2
	

	Chilled water
	Temperature, оС
	

	
	Flow, m3/h
	

	Recycled water
	Temperature, оС
	

	
	Flow, m3/h
	

	Nitrogen
	Flow, m3/h
	

	
	Pressure, kgf/cm2
	

	Water vapor
	Flow, kg/h
	

	
	Pressure, kgf/cm2
	

	
	Temperature, оС
	

	Other energy sources (if available)
	Flow, kg/h
	

	
	Pressure, kgf/cm2
	

	
	Temperature, оС
	

	Compressed air instrumentation
	Dew point, оС
	

	
	Temperature, оС
	

	
	Pressure, kgf/cm2
	

	Additional information

	Requirements for the material execution of the unit
	

	Pipeline requirements
	

	Requirements for heat exchange equipment (by default, above 80-100 oC, an air cooling device is used)
	

	Requirements for the spare parts kit
	

	Requirements for the automated process control system
	

	The need to integrate the process control system into the existing plant system
	

	Requirements for the period of regulatory and warranty operation of the installation
	

	Requirements for monitoring the degree of purification
	

	Requirements for the regulation and interlocking system
	

	Requirements for dynamic change control
	

	Scope of delivery
	

	Notes

	


Please send the completed Data Sheet to the email address office@zavkomepc.com.

Thank you for your interest in our company.

We hope for mutually beneficial cooperation!
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