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ООО «ЗАВКОМ-ИНЖИНИРИНГ»
Телефон: 8 800 555-06-09

E-mail: office@zavkomepc.com
Web: www.zavkomgroup.com 

392000, Россия, г. Тамбов, ул. Советская, 51, оф. 319


DATA SHEET FOR THE SUPPLY OF EQUIPMENT FOR A LIQUOR PRODUCTION PLANT 
	Contact information
	

	Name of company/organization:
	

	Contact person:
	(Full name, position)

	Company/organization address:
	(Country, city, street, building)

	Phone, E-mail:
	

	Project task: (highlight as necessary)
	Construction of a new production line, reconstruction of an old production


	General information

	Location of construction of the plant, workshop:
	

	Climate type:
	

	Annual plant capacity (dal/year):
	

	How many shifts per day does the bottling line operate:
	

	How many days per year does the production operate:
	

	Method of preparation of water-alcohol mixture:
	Periodic ___________
	Continuous ____________

	Filtration battery composition:
	Two sand filters and two carbon columns ____________
	Two sand filters and one carbon column ____________

	What sand filters are planned to be used:
	Single-flow (without hydro-flushing)__________________
	Single-flow (with hydro-flushing)_________________
	Double flow (without hydro-flushing)__________________
	Double-flow (with hydro-flushing)_________________


	To calculate the process equipment for the ingredient preparation department, as well as the syrup and coloring departments, we need a blending recipe for 1000 dal for each type of vodka:
	

	Performance at maximum load (December)
	

	The need for control filtration before the filling line:
	Yes/No

	Automated control of process operations:
	Completely

	Partially (specify stages of the process) ______________
	Not required

	Is a reserve of vodka necessary before filling:
	Yes (for how many days) ______________
	No

	Is a reserve of sorting necessary before filtration:
	Yes (for how many days) ______________
	No

	For how many days is a reserve of alcohol required:
	

	For how many days is a reserve of water required:
	

	Will activated carbon be regenerated in carbon columns:
	Yes/No

	Will sand be washed in sand filters:
	Yes/No

	What type of mixing devices is preferable:
	Agitator
	Pump

	Selected by supplier

	Is sorting cooling required after mixing:
	Yes/No

	
	Yes/No

	Is sorting cooling required before filtration?
	Yes/No

	Is it necessary to cool the alcohol before mixing:
	Yes/No

	Is it necessary to cool the water before mixing:
	Exposed water intake (lake, river, reservoir)
	Underground source (well water)
	Centralized water supply (city network, etc.)
	Another source


Please submit analyzes of drinking water, for technological processes and chemically purified water.
	Available water resources:

	Treated water
	minimum 
	normal 
	maximum

	number m3/h
	
	
	

	Pressure, bar (gauge)
	
	
	

	Temperature, °С
	
	
	

	Cooling water for technological processes, direct and recycled:

	Direct:
	minimum 
	normal 
	maximum

	number m3/h
	
	
	

	pressure bar, (gauge)
	
	
	

	Temperature °С
	
	
	

	

	recycled water:
	minimum 
	normal 
	maximum

	number m3/h
	
	
	

	pressure bar (gauge)
	
	
	

	temperature °С
	
	
	

	Providing instrumentation air:

	Installation availability:
	Yes/No
	capacity ___________
	Brief Description________

	Instrumentation air has the following parameters:
	Free from oil and dust __________
	Pressure, bar (gauge)________
	temperature 0С___________
	Dew point 0С ___________

	It is necessary to build a new installation for the production of instrumentation air, taking into account the needs of existing production facilities:
	Yes/No

	Steam supply:
	Yes
	Centralized supply
___________
	Own boiler room ____________
	No

	Additional information:
	


Please send the completed DataSheet to the email address office@zavkomepc.com.

Thank you for your interest in our company.

We hope for mutually beneficial cooperation!
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